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Ready Reckoner
A step-by-step Guide to Sliding Door Track Selection

The for correct door track selection is the and the
. By ensuring the track you choose is suitable for the weight and width of your door you will

have a starting point to selecting the best track for your needs.

2 most important considerations weight of your door
width of your door

Once you have ascertained your door weight and size there are several other factors and features you should consider in
order to decide which door track is most suited to your particular context of use. These include:

You may benefit in the long run if you take the time to assess these factors and choose your door track with your specific
requirements in mind.

Will your track be wall mounted or top mounted?

Is your doorway a high traffic area subject to constant use?

Looking to keep the sliding noise to a minimum - kids bedroom, ensuite?

Is humidity or dust a concern?

Will you have limited access to install your door?

Do you simply want a track that looks good?

Be aware of fixing points and any obstructions before committing to a fixing type.

Upgrading to a heavier system can greatly increase the life of your door track.

Enclosed aluminium tracks are far less noisy than open steel tracks.

Enclosed tracks offer a much greater resistance to the build up of dirt and dust.

Top mount and enclosed tracks are easier to install in limited space areas.

Enclosed tracks are much more appealing and may be painted to suit decor, or you may

prefer a pelmeted wall fix track.

Consider upgrading to...

Consider upgrading to...

Consider upgrading to...

Centurion:

ForeRunner:

for a greater weight capacity; wider
door option and a more robust system;

for an enclosed track option and
choice of top fix or wall fix.

or

ForeRunner:

ForeRunner Pelmet:

for an enclosed track option and
choice of top fix or wall fix;

for wider doors, pelmet
inclusion and pre-finished track option;

for a greater weight capacity and the
option of top fix or wall fix.

or

Triumph:

for wider doors, pelmet
inclusion and pre-finished track option;
ForeRunner Pelmet:

for a greater weight capacity and the
option of top fix or wall fix.

or

Triumph:

TRACK FIXING

DOOR USE

NOISE

DOOR LOCATION

LIMITED SPACE

AESTHETICS

-

-

-

-

-

-

Arrow: 30kg max.
Entry level track for hollow-core doors.

Centurion: 60kg max.
Entry level track for solid-core doors.

ForeRunner: 50kg max.
Entry level enclosed track for both hollow-core
and solid-core doors.

Galvanised steel open ‘J’ track
Wall mount only
Suits doors up to 915mm wide
Door thickness: Min. 25mm Max. 50mm
Single wheel carriage assembly
Nylon door guide
Nylon door stop
Pelmet optional extra

•
•
•
•
•
•
•
•

Galvanised steel open ‘J’ track
Wall mount only
Available for doors 915mm & 1220mm wide
Door thickness: Min. 30mm Max. 50mm
Single wheel carriage assembly
Nylon door guide
Nylon door stop
Pelmet optional extra

•
•
•
•
•
•
•
•

Top Wall

Enclosed aluminium track
Wall and top mount options
Suits doors up to 915mm wide
Door thickness: Min. 22mm Max. 50mm
Four wheel carriage assembly
Nylon door guide
Nylon door stop

•
•
•
•
•
•
•
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HEAD OFFICE: Ph: (02) 9604 3000 Fax: (02) 9609 3694 Web Site: www.cowdroy.com.au

H.M. Cowdroy Pty Ltd is a history making
company that was first formed in 1890 as an
advertising agency. Since that time H.M. Cowdroy
has created history a number of times by
producing many FIRSTS in several fields of
endeavour. These include, the first illustrated
advertisement in the Sydney Morning Herald and
the WORLD'S FIRST sliding glass aluminium
track, the latter being an invention that changed
the direction of the company and put it on the fast
track to leadership in the Australian Hardware
Industry. Both of these firsts continue to play an
extremely large part in today's life.

H.M. Cowdroy's other major inventions include the
highly successful ball bearing sliding glass track, a
sashless sliding window and a sliding door track
system featuring ball bearings on a top race
section, which was patented and sold under
manufacturing licence around the world.

H.M. Cowdroy also produced the Starline
Showcase. This innovative, ahead-of-it's-time
aluminium and glass design was a major
breakthrough and was an instant success in the
shopfitting market.As a direct result of the success
of the Starline Showcase, Cowdroys decided to
create a special division, within the company, to
manufacture and supply products specifically to
service the shopfitting industry. This division
remains a force in the market today.

In 1984, after outgrowing the original 2 premises in
Sydney City and Balgowlah, H.M. Cowdroy Pty.
Ltd. purchased new premises on 1.4 hectares at
Smithfield to cater for both business and
technological expansion. Throughout the most
recent years H.M. Cowdroy have undergone
many changes to ensure that market demands
and consumer requirements are being adequately
serviced.

H.M. Cowdroy Pty. Ltd. has always placed its
emphasis on the design and development of new
products according to market demands.
Independent design, research and development
has, and always will be, an ongoing issue at
Cowdroy’s to ensure the continuation of new and
exciting products. H.M. Cowdroy Pty. Ltd. has
maintained the highest standard in the design and
manufacture of its products throughout the past
century and will continue to maintain that
excellence in the future.

STATE OFFICES AND SHOWROOMS:

INTERSTATE AGENTS

NATIONAL CALL

NEW SOUTH WALES

QUEENSLAND

VICTORIA

SOUTH AUSTRALIA

WESTERN AUSTRALIA

NORTHERN TERRITORY

NEW ZEALAND

TASMANIA

Ph: 1300 COWDROY

COWDROY PRODUCTS LIMITED

ACCESS HARDWARE Pty Ltd.

(1300 269 376)

48 Justin Street, Smithfield. 2164

Phone: (02) 9604 3000

Fax: (02) 9604 8129

Sales Fax: (02) 9609 3694

180 Kerry Road, Archerfield. 4108

Phone: (07) 3274 5454

Fax: (07) 3274 5474

1/34-36 Deans Court, Dandenong Sth. 3164

Phone: (03) 9791 4062

Fax: (03) 9791 6759

Unit 7, 4 Deacon Ave, Richmond. 5033

Phone: 1300 269 376

Mb: 0418 853 719

Unit 2, 23 Gibberd Road, Balcatta. 6021

Phone: (08) 9240 2455

Fax: (08) 9240 2404

(Doric Products) P.O. Box 39966, Winnellie. 0820

Phone: (08) 8947 4668

Fax: (08) 8947 6980

P.O. Box 58086, Greenmount, Auckland.

Phone: (0011 64) 9274 3777

42 Invermay Road, Invermay, Launceston. 7248

Phone: (03) 6323 5611

Fax: (03) 6331 2733

ABN 47 000 033 947

H.M. Cowdroy
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H.M. Cowdroy Pty Ltd. - Products Warranty.

Cowdroy warrants its products to be
in and for a

period of from date of purchase.

This warranty is limited to Cowdroy’s
, or the , of any products

proven to be in or ,
with the same or , free of
charge. Labour charges, transportation and other
costs associated with the replacement or re-
installation of the parts or product are excluded
from this warranty and will not be paid for by
Cowdroy’s.

*Misuse, abuse, accidental or intentional damage
*Improper adjustment or operation by the installer
or end user

*Improper maintenance or installation
*Inaccurate or incorrect site or operational specifi-
cations

*Unauthorised repair or modification
*Used contrary to Cowdroy recommendations
*Use of replacement parts other than Cowdroy
authorised parts

*Corrosion related damages when used in a
corrosive environment or corrosion caused by
cleaning related agents

*Whilst some of our product finishes are warranted
against tarnish, they shall not be covered for
deterioration caused by damage to the protective
layer

To the extent permitted by law, this warranty is the
exclusive warranty granted by H.M. Cowdroy Pty
Ltd. and is in lieu of all other expressed or implied
warranties and guaranties. There are no implied
warranties as to the merchantability, quality or
fitness for purpose. In all other respects the

of Cowdroy
products apply.

free from
defects material workmanship

seven (7) years

option to
repair replacement

faulty manufacture materials
equivalent product

H.M. Cowdroy Pty Ltd. assumes no liability
under the warranty for the following:-

Standard Terms and Conditions

Trade Marks, Registered Patents, Designs.

A number of our products have registered patents
and any infringement in Australia or Overseas
could result in legal action.

Conditions of Sale and Trade Policy.

Title of Property.

Terms of Payments thirty (30) days
nett

Delivery Charges
minimum order value

(refer price lists)
free into store

metropolitan areas

surcharge

outside metropolitan areas
additional freight

packaging
Special packaging

additional freight packaging
cost

Return claims seven (7)
days

prior authorisation
good order

borne by the customer

special or cut to size not
be accepted.

Extruded sections
per half length

All prices

legal title
actual invoice is paid in

full

please contact one of our branches in
most capital cities inAustralia or New Zealand.

are strictly
from date of statement.

(a)Cowdroy operates a
and orders equal to or above

this value are delivered (FIS) in
of Sydney, Brisbane,

Melbourne, Perth andAdelaide. Orders below
this value will carry a for processing,
delivery and invoicing.

(b)Deliveries the are
delivered carrying an and

cost to listed prices.
(c) cases or crates, if required,

will carry an and
to listed prices.

must be in writing within
of receipt of delivery of goods. All returns

must have and must be in
and working condition.

Freight costs must be
and Tax Invoice or Delivery Docket numbers must
be quoted at all times.

Returns of orders will

cut to size will be charged at a
rate, which includes a cutting

charge.

shown in price lists are subject to
change or alteration without notice.

H.M. Cowdroy Pty Ltd. retains the of all
goods invoiced until the

plus any outstanding extraneous charges
pertaining to that invoice.

Most hardware stores within Australia and New
Zealand carry Cowdroy products, however should
you have any difficulties sourcing a particular
product,
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D o o r T r a c k S y s t e m s a n d C o m p o n e n t s

SLIDING DOOR TRACK SYSTEMS - TOP HUNG PAGE

FOLDING DOOR TRACK SYSTEMS

SLIDING DOOR TRACK SYSTEMSWARDROBE & CUPBOARD

SLIDING DOOR TRACK SYSTEMSCUPBOARD

SLIDING DOOR TRACK SYSTEMS - BOTTOM ROLLING

Single Doors

Multiple Doors

Single Doors

Multiple Doors

Multiple Doors

Multiple Doors

Multiple Doors

Multiple Doors

Single Doors

Single Doors

Bi-Folding

Bi-Folding

Multi-Folding

Multi-Folding

Top Hung

Bottom Rolling

Top Hung

Top Hung

Bottom Rolling

Bottom Rolling

Bottom Rolling

Multiple Doors

Multiple Doors

Multiple Doors

Multiple Doors

Up to 30kg per Door

Up to 60kg per Door

Up to 40kg per Door

Up to 50kg per Door

Up to 50kg per Door

Up to 68kg per Door

Up to 120kg per Door

Up to 175kg per Door

Up to 272kg per Door

Up to 450kg per Door

1 - 01

1 - 02

1 - 03

1 - 04

1 - 05

1 - 06

1 - 07

1 - 08

1 - 09

1 - 10

Up to 13kg per Leaf

Up to 25kg per Leaf

Up to 60kg per Leaf

1 - 11

1 - 12

1 - 13

1 - 14

Up to 25kg per Door

Up to 40kg per Door

Up to 45kg per Door

1 - 15

1 - 16

1 - 17

Up to 20kg per Door

Up to 20kg per Door

Up to 25kg per Door

Up to 28kg per Door

1 - 19

1 - 20

1 - 21

1 - 22

Up to 100kg per Door

Up to 120kg per Door

Up to 200kg per Door

Up to 227kg per Door

1 - 23

1 - 24

1 - 25

1 - 26

ARROW

CENTURION

FORERUNNER PELMET

TRIUMPH SLIDING

TROJAN

HEAVY DUTY TRIUMPH SLIDING

GLIDEMASTER

INDUSTRO

QUAD-BALL

FORERUNNER

BARRACUDA BI-FOLD

TRIUMPH STEALTH

TRIUMPH FOLDING

HEAVY DUTY TRIUMPH FOLDING

QUICK FIX

ROBEMAKER

MANHATTAN

TUDOR

CABINETMAKER

EASY ROLLER

JIFFY ADJUSTER

COASTLINE

HORIZON

TIMBERLINE

MAXI ROLLER

HEAD OFFICE: Ph: (02) 9604 3000 Fax: (02) 9609 3694 Web Site: www.cowdroy.com.au
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T R I U M P H F o l d i n g D o o r T r a c k S y s t e m

U p t o 2 5 k g P e r L e a f

FEATURES:
*End pivoting - up to 18kg per leaf
*Centre pivoting -
*Wheel assembly has four nylon wheels with
lubricated ball bearings -

*Thrust bearing on jamb door pivot

*High strength height adjusting pivot
*Wrap around aluminium track
*Rubber Bumper to help hold doors closed
*Brass pivot f

*Suits door thicknesses

up to 25kg per leaf

quiet and smooth

ensures
ease of operation

or long life and ease of adjustment
*Standard with Brass hinges - optional hinge colours
of Chrome & Powder Coat Silver available to order

25mm and above

* Wheel assembly,
top & bottom pivot sets and hinges
Stainless Steel options: TT335

D3

TT320 Aluminium Track

Thrust
Bearing

TT370 Top Pivot Set includes End Fix Bracket Wheel Assembly includes Top Fix BracketTT331

Bumper
location

6
8

6

LocknutsHigh strength height
Adjusting pivot

TT325 Optional Side
Fix Bracket

2mm Leaf clearance
for hingeD3 Leading LeafJamb Leaf

16

22

TT371 Bottom
Pivot set with
Brass pivot

6-16mm

min-max.
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or when
TT367 is rebated

32

TT367 End
Fix Bracket

Opening Width

2 Leaf Packaged Set - 1220mm

4 Leaf Packaged Set - 1830mm (one way)

2 leaves

Wheel assemblies

Alum. track - 2000mm, 2500mm, 3400mm

and 4500mm & 4500mm Clear Anodised

Rubber Bumper 26mm long

Optional Door Aligners for butting doors

Starter Pack - First 2 leaves

Add-On Pack - Additional

Pack of 2 TT331

Pack of 2 TT325 Side fix brackets

P360

P360

P370

P372

S331

S325

TT320

TT336

D319

30mm
TT320

Aluminium
Track

TT370 Top
Pivot set

Suits 25mm
Minimum door
thickness

Pivot centre line
to be 13mm from
front face of door

F
ro

n
t

13
mm

TT371 Bottom
Pivot Set

TT325 Optional
Side Fix Bracket

O
p
e
n
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g
h
e
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h
t

24
mm

30mm

End Pivoted - 18kg per leaf

Centre Pivoted - 25kg per leaf

Bifold Door Systems are recommended to be installed in
pairs of leaves - end pivoted. Should a centre pivot be
required, the first leaf is to be half sized + 30mm.

TT370

TT371

Maximum 6 Leaves in any single run
Recommended Maximum leaf size 2140mmH x 600mmW

TT336 Rubber Bumper

Door edge to centre line

30

or when
TT367 is rebated

32
Door edge to centre line

Optional Guide Channel may be usedD321

12
Do not
check in

Leaf Edge

HINGE DETAIL

25kg Max

Multiple

Top & Bottom

Pivotting

doors
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H E A V Y D U T Y T R I U M P H
F o l d i n g D o o r T r a c k S y s t e m

U p t o 6 0 k g P e r L e a f

HIGH STRENGTH
ADJUSTING PIVOT

TT820 ALUM. TRACK
42mm H x 44mm D

LOCK NUT

TOP PIVOT
TRACK CLAMP

THRUST BEARING
AT EACH PIVOT
POINT

HARDENED STEEL
PIVOT BODY

P840 TOP PIVOT SET INCLUDES END FIX BRACKET TT831 WHEEL ASSEMBLY INCLUDES TOP FIX BRACKET

CHROME SIDE
FIX BRACKET OPTIONAL
(USED WITH TOP OR END
FIX BRACKET FOR EXTRA

SUPPORT)

TT850

LEAF CLEARANCE
(HINGE WIDTH)

JAMB LEAF LEADING LEAF

END FIX BRACKET
TT843

OPTIONAL
END FIX BRACKET

TT843

WHEN BRACKET
REBATED INTO DOOR

TT843
WHEN BRACKET
REBATED INTO DOOR

TT843

P841 BOTTOM
PIVOT SET

BRASS PIVOT P842 GUIDE - OPTIONAL

NYLON GUIDE

OPTIONAL ALUMINIUM GUIDE CHANNEL TT849

GUIDE CHANNEL = OPENING WIDTH LESS 87mm

OPENING WIDTH
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87mm

19mm

20mm

55mm
55mm

52mm

52mm

9mm
6mm

6mm

FEATURES:
*End pivoting - up to 60kg per leaf with guide channel
*Centre pivoting - up to 60kg per leaf
*Wheel assembly has four nylon wheels with lubricated
ball bearings - quiet and smooth

*Hardened Steel pivot body for added strength
*Top pivot track clamp - for vertical alignment
*Thrust bearing at each pivot point
*High strength height adjusting pivot with locknuts
*Optional top fix, side fix or end fix brackets
*Wrap around ribbed aluminium track
*Chrome plated brackets - added visual appeal
*Brass pivot for long life and ease of adjustment
*Optional aluminium guide channel and nylon guide
*Suits door thicknesses 32mm and above

Pack of 2 TT831 Wheel assemblies

Pack of 1 Top pivot set

Pack of 1 Bottom pivot set

Pack of 1 Guide set

Top & bottom pivot set pack of 1

Aluminium track - 4500mm and 6000mm

Alum. Guide Channel - 6000mm

Side Fix bracket Chrome

P831

P840

P841

P842

P843

TT820

TT849

TT850

P842P841

P840

TT831

Maximum 8 Leaves in any single run
Recommended Maximum leaf size 3000mmH x 1000mmW

60kg Max

Multiple

Top & Bottom

Pivotting
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/D

T

R
I U M P H F O L

D
IN

G

Up To







































































































w w w . c o w d r o y . c o m . a u

Enclosed aluminium track
Wall and top mount options
Suits doors up to 1500mm wide
Door thickness: Min. 28mm Max. 100mm
Four wheel carriage assembly
Aluminium door guide
Nylon and steel door stop
No Pelmet

•
•
•
•
•
•
•
•

Enclosed aluminium track
Wall and top mount options
Suits doors up to 1500mm wide
Door thickness: Min. 32mm Max. 100mm
Four wheel carriage assembly
Aluminium door guide
Nylon and steel door stop
Clip-on Pelmet optional extra

•
•
•
•
•
•
•
•

Enclosed steel track
Wall and top mount options
Suits doors up to 2500mm wide
Door thickness: Min. 39mm Max. 150mm
Choice of 2 or 4 wheel carriage assemblies
Sealed bearings to carriage assemblies
Optional bottom guide system
Steel and rubber door stop

•
•
•
•
•
•
•
•

Consider upgrading to...

Consider upgrading to...

Consider upgrading to...

Consider upgrading to...

Consider upgrading to...

Triumph:

Trojan:

for a greater weight capacity and the
option of top fix or wall fix;

for a greater weight capacity, wider
doors and a more robust system.

(Pelmeted versions not yet available)

or

Trojan:

Heavy Duty Triumph:

for a greater weight capacity, wider
doors and a more robust system;

for a greater weight
capacity, wider doors, taller doors and a more
robust system.

or

Heavy Duty Triumph: for a greater weight
capacity, wider doors, taller doors and a more
robust system;

a greater weight capacity,
wider doors, taller doors, architectural look and
a more robust system.

Glidemaster:
or

for

Glidemaster:

Industro:

for heavy duty weight capacity,
wider doors, taller doors, architectural look and
a more robust system;

heavy duty weight capacity,
enclosed track, wider doors, taller doors,
architectural look and a very robust system.

or

for ultra

Industro: for ultra heavy duty weight capacity,
enclosed track, wider doors, taller doors,
architectural look and a very robust system.

ForeRunner Pelmet: 50kg max.
Enclosed pelmet track for both hollow-core
and solid-core doors.

Triumph: 68kg max.
Enclosed slimline track for solid-core doors.

Trojan: 100kg max.
Enclosed slimline track for solid-core doors.

H/Duty Triumph: 175kg max.
Enclosed track for heavy doors.

Glidemaster: 272kg max.
Open ‘J’ track for heavy doors.

Industro: 450kg max.
Enclosed track for ultra-heavy doors.

Enclosed aluminium track
Wall mount with pelmet included
Suits doors up to 1220mm wide
Door thickness: Min. 22mm Max. 35mm
Four wheel carriage assembly
Mill finish and White powder coat
Nylon door stop and door guide

•
•
•
•
•
•
•

Enclosed aluminium track
Wall and top mount options
Suits doors up to 1220mm wide
Door thickness: Min. 22mm Max. 50mm
Four wheel carriage assembly
Nylon door guide
Nylon door stop
Pelmet optional extra

•
•
•
•
•
•
•
•

Top Wall

A step-by-step Guide to Sliding Door Track Selection

Heavy Duty aluminium open ‘J’ track
Wall mount only - single track
Top mount only - double track
Suits doors up to 2400mm wide
Door thickness: Min. 38mm Max. 100mm
Single wheel carriage assembly
Aluminium door guide
Steel door stop

•
•
•
•
•
•
•
•
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An Australian Company Established 1890

G E N E R A L T E R M S A N D C O N D I T I O N S O F S A L E

1. These terms and conditions of sale will apply to ALL sales from H.M. Cowdroy Pty. Limited unless
they are specifically varied in writing from H.M. Cowdroy Pty. Limited.

2.
To operate on a “TRADE COUNTER SALE” basis where goods are paid for, in full, prior to goods
leaving the warehouse. Invoice values below $150 (ex GST) will incur a $25.00 surcharge.
Payment methods: cheque, credit card and EFTPOS. Cash not accepted.

Strictly NETT THIRTY (30) DAYS FROM DATE OF STATEMENT.

H.M. Cowdroy Pty. Limited reserves the right to require payment in advance or cash on delivery
from any customer.

3. All prices and specifications shown in this price list are subject to change without notice.

4. Cutting Charges:
Aluminium extrusions are available cut to length into 1/4’s, 1/2’s and 3/4s of the full length listed.
A cutting fee will apply according to the following cutting scale:
0-4 cuts: free of cutting charges
5-24 cuts: $2.00 cutting charge per cut,
25-49 cuts: $1.50 cutting charge per cut,
50+ cuts: $1.00 cutting charge per cut,
Special cut lengths carry additional cutting charges - P.O.A.

5. Returns will not be accepted after seven (7) days. All returns must have prior authorisation and must
be in good order and condition. Cut to length aluminium extrusions and special orders will NOT BE
ACCEPTED FOR RETURN. Freight must be borne by the customer and tax invoice numbers
must be quoted at all times. Depending on circumstances a processing surcharge may apply.

6. Damage in transit or goods not manufactured to specification must be notified within 24 hours of
receipt of goods.

7.
a) Orders of $150 (excluding GST) or more are delivered Free Into Store (F.I.S.), in Metropolitan
areas of Sydney, Brisbane, Townsville, Melbourne, Adelaide, Darwin and Perth.
b) Orders of less than $150 (excluding GST) will be delivered carrying a processing and invoicing
surcharge of $25 (excluding GST) plus a minimum freight charge of $15 (excluding GST).
c) Deliveries outside the Metropolitan areas are delivered carrying an additional freight and
packaging cost to listed prices unless otherwise agreed to by an H. M. Cowdroy representative.
d) Should additional packaging, cases or crates be required then further costs will be incurred.

TERMS:

CONDITIONS:

Non-Account Customers:

Account Customers:

Delivery Charges:

HEAD OFFICE, FACTORY AND SHOWROOM:

STATE OFFICES AND SHOWROOMS:

New South Wales 48 Justin Street, Smithfield. 2164
Postal address Locked bag 24, Wetherill Park DC. 1851

Queensland 180 Kerry Rd, Archerfield. 4108
Nth Queensland Unit 1, 42 Carmel St, Garbutt. 4814
Victoria Unit 1/34-36 Deans Court, Dandenong Sth 3175
South Australia & Northern Territory: Refer Sydney office
Western Australia Unit 2, 23 Gibberd Rd, Balcatta. 6021

Tasmania Access Hardware Pty Ltd.
42 Invermay Rd, Launceston. 7248

INTERSTATE AGENTS

Phone: (02) 9604 3000 Fax: (02) 9609 3694
Administration Fax: (02) 9604 8129

Phone: (07) 3274 5454 Fax: (07) 3274 5474
Phone: (07) 4779 5166 Fax: (07) 4725 5495
Phone: (03) 9791 4062 Fax: (03) 9791 6759
Phone: (02) 9604 3000 Fax: (02) 9609 3694
Phone: (08) 9240 2455 Fax: (08) 9240 2404

Phone: (03) 6331 2533 Fax: (03) 6331 2733

National Sales and Customer Service Hotline: 1300 COWDROY (1300 269 376)
Home Page: www.cowdroy.com.au Email: cowdroy@cowdroy.com.au

A Member of the Alchin and Long Group of Companies

H.M.Cowdroy Pty Ltd. E & O.E. ABN 47 000 033 947


